























Chapter 1 Tune-up and routine maintenance

1-21

700/750 Magna models

7 On 1982 through 1984 Magnas, remove the right side cover and turn
the fuel valve Off; the filter is located below the valve and to the rear of
the battery. On later models turn the fuel valve on the tank Off, then
remove the left side cover; the fuel filter is located just above the fuel
pump.

8 Release the filter from its holder, clamp the fuel lines each side of the
filter, then release the hose clips and pull the hoses off the filter.

9 Install the new filter in the same position as the original, push on the
hoses and secure with the clips. Clamp the filter in place, turn the fuel
valve On and check that there are no leaks.

1100 models

10 On Sabre models, remove the right side cover (see Chapter 6) and
turn the fuel valve Off. On Magna models, remove the seat and left
side cover (see Chapter 6). Turn the fuel valve Off.

11 Release the single screw which retains the filter clamp to the fuel
valve mounting bracket (Sabre) or frame (Magna). Clamp the fuel lines
each side of the filter, then release the hose clips and pull the hoses
off the filter.

12 Install the new filter in the same position as the original, push on the
hoses and secure with the clips. Clamp the filter in place, turn the fuel
valve On and check that there are no leaks.

Filter cleaning (700/750 Sabres, 1987 and 1988
700/750 Magnas)

Refer to illustration 26.13

13 A gauze type stack filter is fitted inside the fuel tank as part of the
fuel valve. Cleaning is not specified as a maintenance item, but if
problems with fuel restriction or fuel contamination are noted it should
be removed for cleaning (see illustration).

14 Remove the fuel valve and clean the filter (see Chapter 4).

27 Suspension - check

Front suspension

1 The suspension components must be maintained in top operating
condition to ensure rider safety. Loose, worn or damaged suspension
parts decrease the vehicle's stability and control.

2 While standing alongside the motorcycle, apply the front brake and
push on the handlebars to compress the forks several times. See if
they move up-and-down smoothly without binding. If binding is felt, the
forks should be disassembled and inspected as described in Chapter 6.
3 Carefully inspect the area around the fork seals for any signs of fork
oil leakage. If leakage is evident, the seals must be replaced as
described in Chapter 6.

4 Check the tightness of all suspension nuts and bolts to be sure none
have worked loose.

5 Where applicable, check the fork air pressure, anti-dive setting and
damping setting (see Chapter 6) to ensure that they suit the riding

style and load carried.

6 Fork oil replacement is not specified as a maintenance item, but fork
oil will degrade in time with loss of damping performance. Renew the
oil periodically (see Chapter 6).

Rear suspension

7 Inspect the rear shock(s) for fluid leakage and tightness of the
mounting nuts. If leakage is found, the shock should be replaced.

8 Set the bike on its main stand, or support it securely where no main
stand is fitted. Grab the swingarm on each side, just ahead of the axle.
Rock the swingarm from side to side - there should be no discernible
movement at the rear. If there's a little movement or a slight clicking
can be heard, make sure the pivot shaft locknut is tight (see Chapter
6). If the pivot nut is tight but movement is still noticeable, the
swingarm will have to be removed and the bearings replaced as
described in Chapter 6.

9 Inspect the tightness of the rear suspension linkage nuts and bolts
on Sabre models.

10 Where applicable, check the preload and damping settings to
ensure that they suit the riding style and load carried (see Chapter 6).

28 Stands - check

Refer to illustration 28.2

1 Check that the side and main stands are mounted securely and that
their return springs are not stretched or damaged.

2 The side stand has a wear pad attached to its foot which must be
replaced when worn down to the wear line indicated by the moulded
arrow (see illustration).

28.2 Side stand rubber wear limit is indicated by arrow



